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1. Introduction

OMEGA Enterprise Gateway 2.0 (OEG 2.0) is a replacement software for the OMEGA OPC Server, iCONNECT, iLOG HTTPGet,
iPort, Mail Notifier, Virtual Coordinator, and OMEGA Dashboard. If you currently use the aforementioned software, we
encourage you to install OEG. OEG supports the following OMEGA products:

1. Legacy OMGEA Probes/Sensors

2. Wireless Transmitters

3. Smart Probes

4. Smart Interfaces
The OEG 2.0 server can be installed on the following OS/Platforms: Windows *7, 8, & 10, Windows Server 2008, 2012,
&2016. All OS are 64-bit. OMEGA doesn’t recommend 32-bit OS.
The OEG web client is platform independent.
The minimum hardware requirements for server installation are: Dual Core: CPU 2.4 GHz or up; Memory: 4 GB or up; Hard
Drive: 250 GB or up.

Disclaimer: Functions described in this document are subject the features outlined in the license tier you have
purchased.

1.1 Use Scenarios

OMEGA Enterprise Gateway 2.0 is a bridge between OMEGA sensing devices and industrial applications. It is a standalone
loT sensing software that delivers device provisioning, state and status monitoring, data logging, visualization, and analytics.
A variety of OMEGA devices are supported by this Gateway software. Typical application deployment scenarios are shown
below:

1.1.1 Integrated with Enterprise Applications

OMEGA Enterprise Gateway can feed sensing data to the OPC UA compliant applications such as SCADA, HMI, MES etc.
via OPC US server (licensed). Once the user adds OMEGA devices to the Gateway, the Gateway automatically exposes all
sensing data as OPC UA nodes. The Enterprise application can then pull all OPC UA node values and display them on the
screen.

1.1.2 Standalone Solution for Sensing, Archiving, and Analytics

In many environment sensing applications such as hotel room temperature monitoring a building temperature/humidity
monitoring, OMEGA Enterprise Gateway can provide real-time monitoring, alarms, notifications, archiving, and analytics
that are required in these applications.

2. Installation

The OEG2 zip file contains the installer package for the software. Follow these steps to complete the installation process:
Unzip and open the Omega Enterprise Gateway file downloaded from the Omega website.

Note: Included in the installer package are the OEG Application Files, .msi installer file, User’s Manual, Release
Notes, License and Copyright Notice, and End User License Agreement.

Click the OEGOneClicklInstall.msi file and proceed through the setup to launch Omega Enterprise Gateway for the
first time.

ey Note: A desktop shortcut icon of Omega Enterprise Gateway is created after the installation. This shortcut will
launch OEG after the initial installation.
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3.1 First Time Log-In
When logging into OEG for the first time, click Need Help? to be presented with your one-time Username and Password.

Username: admin
Password: Omega

Once you have successfully logged in for the first time, you will be prompted to create your own password. You can change
your username by navigating to the System Settings.

4. Device Management

Note: Device Management is available on all versions of OEG 2.0.

Once logged in, you will be directed to the Devices tab of OEG. From here, you will be able to manage the devices
connected to OEG.

Menu Tabs

& Omega Enterprise Gateway @ G DEVICES 42 DA

Gateway A 2 .
Overview ) 1 1 Attention ‘ View

Connected B UWICRec12 | COMAY L]
Device _> test

Pressure

Device Am Temperature
Readings _> 25.88889 22.22232 23.94c -171.87x

Last reading: 1/14/2020, 15828 PM
B test 3 =

4.1 Add Device

To add a device, click the icon to the right of the device readings or click the Add Device and fill out the product details,
connection parameters, and reading interval of the device you wish to add.

4.2 Delete Device

To delete a device, locate the icon located next to the Connected Device you wish to delete.

4.3 Rename Device

Clicking the g icon allows you to rename your device.
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4.4 Refresh

To refresh your list of devices, click the . icon located near the device search bar.

4.5 View
The View tab offers options on how you would like your data to be displayed.

4.5.1 Tile View
Provides a standard tile view of the interface.

4.5.2 Map View
Note: Map View is only available on OEG Pro, OEG Business and OEG Business Pro.
Provides a map view of your devices by displaying their location.

4.6 Device Settings
By clicking on the Device Readings, OEG will display live readings, alarms and events, and settings for that device.

4.6.1 Measurements

& Omega Enterprise Gateway @ EDEVICES @ DASHBOARD SHISTORIAN Lil INSIGHTS # 3rd PARTY DEVICE 9 SYSTEM & HELP (%

30
: Ambient Pressure Events

Firmware:
Last reading: 1/22/2020, 9:33:07 AM 23-61°C -166'59Pa 1

Measurements

Real Time Today | This Week = Custom

Ambient Pressure

°
'

Temperature (C)
B
&
'
Pressure (Pa)

B
]
;

B e et vty " o ———" o ——————. Py ———— p— 1666 —40om-oion-——84— -
1/2209:32:30  1/2209:32:35  1/2209:30:40  1/2209:32:45  1/2209:32:50  1/2209:32:55  1/220%:33:00  1/2209:33:05 1/2209:32:30  1/2209:32:35 1/2209:32:40 1/2209:32:45  1/2209:32:50  1/2209:32:55  1/2209:33:00  1/2209:33:05

The Measurements tab displays live readings for your device. It allows user to change from live readings to a specified
range of time.
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4.6.2 Historic Alarms and Events

Note: Historic Alarms and Events are only available on OEG Pro, OEG Business Standard, and OEG Business Pro.

& Omega Enterprise Gateway @ 2 DEVICES @& DASHBOARD SHISTORIAN Liil INSIGHTS # 3rd PARTY DEVICE #§SYSTEM & HELP (&

30

Frmware: 2361  -167.04n 1 8

Last reading: 1/22/2020, 9:33:57 AM

Ambient Pressure Alarms Events

y |

Alarm & Events

Alarm | Event Today |~ ThisWeek  Last 24 Hours || Last 7 Days

Jan 212020 09:23

1/21/2020, 9:23:33 AM Battery is low at 2.564v.

The Alarms and Events tab displays all alarms and events that were triggered by this device. It includes a short message
describing the nature of the alarm/event.

4.6.3 Settings

Note: Value Scaling is only available on OEG Pro, OEG Business Standard, and OEG Business Pro.

€ Omega Enterprise Gateway @ B DEVICES @ DASHBOARD S HISTORIAN il INSIGHTS # 3rd PARTY DEVICE ¢§SYSTEM & HELP (%

y
Settings

General Settings

Device Name Location

3

Alarm Settings

Ambient Pressure Battery
AlarmType AlarmType AlarmType

Above Out of Range Below
Threshold High Threshold High Threshold Low

100 200 25
Threshold Low

-200

Value Scaling
Ambient: Pressure:
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The Settings tab allows users to change all settings relevant to how the device interacts with OEG. Users can customize
device name, device location, and all settings relevant to alarm and event thresholds.

5. Dashboard

Note: Dashboard features are only available on OEG Pro, OEG Business Standard, and OEG Business Pro.

5.1 Create your Monitoring Page
OEG offers a fully customizable Dashboard to monitor your live device data.

2] Omega Enterprise Gateway (i ) B DEVICES @ DASHBOARD £ HISTORIAN [l INSIGHTS /# 3rd PARTY DEVICE & SYSTEM & HELP (%

@ [ T Youcandragand drop or click on icons to create widget

@Zx
24.00c

Test 2

-171.5675

Test 4

S
2
a
&
s
2
5
k3

1171422 1171423 1171423 1171424 1171424 1171425 1171425 1171426 1/1714:26 1171427 11714:27 1171428 1171428 1171429 1171429 1171430 1/1714:30 1171431 1171431 1/1714:32

test:3:0

Click the o icon to create a new dashboard. Once you’ve named your dashboard, you can begin to add widget displays
that will display your data as a meter, a graph, or as text. You must then assign a device to the widget so that it will begin to
display readings from that device. Any combination of widgets and devices can be added and customized to create unique
dashboards.

Create and name your dashboard
Choose the widget you would like to display your data
Assign a device to the widget to have it display data.
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Note: The Historian is only available on OEG Pro, OEG Business Standard, and OEG Business Pro.

The Historian creates a report of past readings within a range of time and presents them as a graph. Through the Historian
tab, OEG allows users to export their chart data as a .csv file. To view past readings, start by clicking Select Data Points.

& Omega Enterprise Gateway 6

£ DEVICES @ DASHBOARD £ HISTORIAN [l INSIGHTS / 3rd PARTY DEVICE % SYSTEM & HELP (@

1/13/2020 2:58:56 PM 1/17/2020 2:32:25 PM

test:3:0 Temperature

MIN:  MAX:  AVG:  STD:
22.94 2400 23.60 0.37

Today | This Week || Custom

Temperature (C)

NN NN N
wooow W e, e
N S o -] - ~N

N
w

5
o

6.1 Select Data Points

The Select Data Points tab allows you to specify what device(s) you would like to display in the historian. The data will then
be displayed in a graph.

6.2 Graph Types

OEG currently offers three standard graph views when displaying data. Of the three, only the graph style can predict

future values. To utilize the Predict Future Value feature, enter the date and time of the value you would like to predict and
click the Predict Future Values button to display the data.
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7. Insights

Note: Insights are available on all versions of OEG 2.0.

The Insights interface provides analytics on the health and activity of your ecosystem. Analytics include operation activities,
measurement alarms, communication errors, battery history, and signal history.

€ Omega Enterprise Gateway @ £ DEVICES @ DASHBOARD S HISTORIAN Lii INSIGHTS 7 3rd PARTY DEVICE ©fSYSTEM & HELP (

Wireless Device Battery History Wireless Device Signal History
COM4_1:3: (01/17 10:13:26,2.581)

0
01/1400:00:00 01/13 00:00:00 01/16 00:00:00 01/17 00:00:00 01/14 00:00:00 01/13 00:00:00 01/16 00:00:00 01/17 00:00:00

COMA4_1:4 4 COM4_1:3 COM4_1:4 A COM4_1:3

Device Online/Offline Activity

0 T T T T ? Y g ’ T T v - T T
01/1316:00:00 01/1322:00:00  01/1404:00:00  01/14 10:00:00 01/1416:00:00  01/1422:00:00 01/1504:00:00 01/1510:00:00 01/1516:00:00  01/1522:00:00  01/16 04:00:00 01/1610:00:00  01/1616:00:00  01/16 22:00:00

COM4_1 A COM4_1:4 A COM4_1:3

8. 3w Party Devices

Note: 3™ Party Device integration is only available on OEG Business Pro.

Omega Enterprise Gateway allows for 3™ Party Device integration through MODBUS or ASCII. To add a 3" party device,
follow these steps:

& Omega Enterprise Gateway @ R DEVICES & DASHBOARD SHISTORIAN Lil INSIGHTS 7 3rd PARTY DEVICE ¢£SYSTEM & HELP (b

User Registered Devices @ Default Registers

Modbus Unknown
Unknown
Unknown
Unknowne
Unknown

Unknown
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Click the icon under User Registered Devices and register your device.

Click the icon under Default Registers to create and define registers for your device

To delete a 3™ party device or register from OEG, click the device or register to highlight it, and click the |. icon under User
Registered Devices to delete a device or click the .I icon under Default Registers to delete a register.

9. System Settings

The System Settings for OEG allow you to customize your profile, the units displayed, users who can access and view your
Dashboard, data update rate, license status, and firmware management.

9.1 Profile

# Omega Enterprise Gateway = X

& Omega Enterprise Gateway @ S DEVICES @ DASHBOARD S HISTORIAN il INSIGHTS # 3rd PARTY DEVICE ©4SYSTEM & HELP (%

Profile

Set Notification Email

Multiple email addresses should be seperated by *;*

admin

Notification

¥ Measurement Alarm ¥ Device Event/Alarm

Change Password

Old Password

New Password (at least 8 characters including lower, upper case, special
characters)

From the Profile tab, you can create a list of email addresses that will receive notifications when alarms or events are
triggered and change your password.
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9.2 Units

# Omega Enterprise Gateway - %

& Omega Enterprise Gateway @ B DEVICES @ DASHBOARD SHISTORIAN Liil INSIGHTS # 3rd PARTY DEVICE €¢SYSTEM & HELP (&

Set Display Units
Weight Pressure Temperature Humidity Voltage
kg Pa @ %RH mV

Current Resistance PH Gas

mA Ix ohm pH ppm

Digitall Output DewPoint Process Unknown

DIN % @ x Unknown

The Units tab allows you to change the units of measurement that are displayed on OEG.

Note: Changing the units of measurement only affects the readings displayed on Omega Enterprise Gateway. Smart
Sensors interpret data in Sl.
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9.3 Users
Note: Multi-Level Access is only available on OEG Business Pro.

%1 Omega Enterprise Gateway

& Omega Enterprise Gateway @ B DEVICES @ DASHBOARD S HISTORIAN [l INSIGHTS # 3rd PARTY DEVICE ®§SYSTEM & HELP (&

Add User

User Email Existing Users

Can Change

Note: Can Change option allows user to update settings for assigned devices. Can View option
only allows user to view assigned Devices.

Assign Devices

Available Devices Assigned Devices

coM4_1

The Users tab allows you to configure who has access to your dashboard. Users who are added here will only have access to
devices that have been added in the Assigned Devices section. Additionally, you can restrict access to View Only or Can

Change.
9.4 Data

B | Omega Enterprise Gateway

& Omega Enterprise Gateway @ EDEVICES @ DASHBOARD S HISTORIAN liil INSIGHTS # 3rd PARTY DEVICE ®§SYSTEM & HELP (&

o]

Data Update Settings

Data display refresh rate in seconds ~ windows duration for real-time data in minutes Default alarm/event period

5 10 Today \/

The Data Tab allows users to configure the frequency at which data is updated within the OEG interface.
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9.5 License

B ' Omega Enterprise Gateway - X

& Omega Enterprise Gateway 6@ £ DEVICES @ DASHBOARD SHISTORIAN [l INSIGHTS # 3rd PARTY DEVICE #§SYSTEM & HELP (%

License

Current License: Basic, Trial Ramains 8 Days.

Activate License

| have Activation Code

or Get Yours

Want to Access Your Data from Cloud?

The License tab displays information regarding your current OEG license. From this section, you can enter an activation
code to begin using OEG. You may also subscribe to Omega Cloud from this section to have access to your data anywhere.

10. Remote Access

Note: Remote Access is available on all versions of OEG 2.0.

OEG allows you to access your data from any device connected to your internet network with web browser access. To
access your data remotely, click on the automatically generated URL at the bottom of the OEG interface. The URL will begin
with HTTP:// and will be based off your network settings. By navigating to the URL on a separate device that is connected
to the same network, you will be able to access your data.

Note: Only devices with web browsers on the same network as the one hosting the OEG data will be able to access
the data remotely. You cannot access your OEG data if your web browser is on a different network.

Alternatively, you can set the parameters for Remote Access by closing the OEG software application, right clicking the
desktop shortcut for OEG, and clicking Run as Administrator. There are two parameters that can be set for web server
access:
1. The web server port number. The default HTTP port for OMEGA Enterprise Gateway is 8080. Users can change it to
any port.
2. The option to turn on/off the HTTPS connection.

IEEE Note: A server has multiple usages, therefore the default HTTP port 80 might be occupied.

13| Page
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http://_________________/

E:: Omega Enterprise Gateway Setup — O X

OEG Web Server Settings  Ingest Sensing Data Settings

OEG Web Port
8080
Enable HTTPS Connection Use Existing Cert
TTPS op equire er certificate. Once it is enabled, you
‘__” access the I|_I Ul S Create Certificate
Apply Changes Stop Exit

Note: You must be administrator (or run this utility as administrator) to start or stop OEG. Altematively, you can go
to services control panel to start/stop Omega Enterprise Gateway service

If users want to use a secure connection for web browsing or calling APIs, they can turn on the HTTPS connection by
selecting the checkbox Enable HTTPS Connection. To secure the connection, a certificate must be provided. You can use the
default self-signed certificate by clicking Create Certificate or you can select an existing certificate. When you select an
existing certificate, ensure that the certificate is used for remote machine authentication. If you want to create a certificate
on your own, be aware that you will need to use the IP address (of the selected) to access the Gateway web page.

Note: If the utility detects a user created certificate on a local machine, the Create Certificate button will be grayed

out to prevent duplicated creation.

11. Connecting to Omega Cloud

Note: The following section will outline how to connect Omega Enterprise Gateway to Omega Cloud. An active,
registered Omega Cloud account is necessary to connect the two accounts.

To connect your OEG account to your Omega Cloud account, follow these steps:

Click the m icon at the top right of the OEG interface.
Take note of your unique ID and your Secure Code for Cloud Registration that appears in the pop-up.

Omega Enterprise Gateway

Version D
2.0.0 ‘ XOOOOKXXXXXX

sde for Cloud Registration

JOOOOOXXXXX

MNote: You can upgrade your license via system page

Open a web browser and navigate to cloud.omega.com.
Sign in to your Omega Cloud account.

Note: If you do not have an Omega Cloud account, click Sign Up to create an account.

14| Page
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Step 5: Once you’ve accessed the Omega Cloud interface, click Add Gateway.

Add Gateway

-+

Step 6: Enter the ID and Secure Code for Cloud Registration that you took note of from OEG and assign a name to your

gateway.

Register Gateway

Gateway ID

Secure Code

Gateway Name

Default name is gateway id

Cancel

Register

A Important: Once you have registered your OEG ID to your Omega Cloud account, you must power cycle your OEG
software. To power cycle your OEG Software, navigate to the Services application on your computer, locate Omega
Enterprise Gateway in the list of items, right-click Omega Enterprise Gateway, and click Restart.

~ 15

\ Extended / Standard /

., Services = (] X
File Action View Help
e MBS Em »euwn
Services (Local) . Services (Local)
OMEGA Enterprise Gateway Service Name Description Status Startup Type Log *
S Network Connections Manages ob.. Manual Lox
the service 2
& Network Connectivity Assist..  Provides Dir. Manual (Tngg.. Lo
rt the service
& Network Uist Service Identifiesth. Running  Manual Lot
& Network Location Awareness  Collectsand . Running  Automatic Ne
Description & Network Setup Service The Network. Manual (Tigg..  Lox
OMEGA Enterprise Gateway for Data v
i Network Store Interface Serv. Thisservice . Running  Automatic Lox
Acquisition and Integration
& Offline Files The Offline . Manual (Tngg..  Lex
*IOMEGA Enterprise Gateway . OMEGAEnt. Running  Automatic Log
& OPC UA Local Discovery Serv. The local Di.  Running  Automatic Ne
S OpcEnum Manual Loc
& OpenSSH Authentication Ag..  Agent to hol. Disabled Lox
&3 Optimize drives Helps the co. Manual Lo
& Parental Controls Enforces par.. Manual Loc
&4 Payments and NFC/SE Mana.. Manages pa.  Running  Manual (Tigg.. Lok
& Peer Name Resolution Proto..  Enables serv.. Manual Lo
& Peer Networking Grouping Enables mul. Manual Loc
& Peer Networking Identity M. Provides ide.. Manual Lox
& Performance Counter DILH.  Enables rem. Manual Loc
£ Performance Logs & Alerts Performance.. Manual Lox
& Phone Service Manages th. Manual (Tngg.. Lo
4 Plug and Play Enablesaco. Rumning  Manual loc v

Congratulations! You have successfully connected your Omega Enterprise Gateway to Omega Cloud.
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12. Integrating to Another Enterprise Software

Note: OPC UA/DA integration is only available on OEG Enterprise Standard and OEG Enterprise Pro.
Omega Enterprise Gateway provides two ways to integrate sensing data into another enterprise applications.

1. OPCUA Server (requires license)
2. OPC DA Server (requires license)

12.1 OPC UA Server

Omega Enterprise Gateway comes with an embedded OPC UA server. This OPC UA server allows the OPC UA
compliant enterprise application to connect to OEG and retrieve sensing data. Once OEG is running, the OPC UA
server will also run and become exposed through the following URL:

opc.tcp://hostname:51210/OMEGA/OPCServer

Note: The host name will either be the DNS name or IP Address of the machine that the Gateway is installed on.

For example, using OPC UA Foundation’s sample client tool, browse supported protocols in the server configuration dialog
and select one to connect to. Click OK and use an anonymous login.

— N
iﬂ Server Configuration |ﬂ‘éj

__ - Py S— -

: opc tep [ussalt-xsu:51210] - None - None - Bina | Protocol [opc.tcp [ussalt-xsu:51210] v
http WS-" Jussalt-xsu:51211] - None - None - Binary,/Xml . )
| |https [ussaltxsu:51212] - None - None - Binary Security Mode | None v ‘
https [ussalt-xsu:51212] - None - None - Xml ) )
Security Policy | None -
Message Encoding I.B'nary -]
Application Name Omega OPC Server
Application Type Server
Application URI umlocalhost Omega:OPCServer
Product URI http://www.omega.com/

Transport Profile URI  hitp://opcfoundation org/UA-Profile/ Transport /uatcp-uasc-uat
Gateway Server URI

Discovery Profile URI

User Security Policies  Anonymous

SecurityLevel 0

(oK [ Refresh | Cancel
[ ok | [ Refresh | [ Cancel |

I's A
¥K Open Session = lﬁj
Session Name MySession 1
Authentication Mode Anonymous -
User Name -
Password
[ ok _Cance

16| Page

CONFIDENTIAL



Once you are signed in, you can browse the measurements in the tree structure.

File Task Discovery Help

= OPC UA Technology Sample
www opcfoundation.org

UA Sample Client

FOUNDATION
Unified Architecture demonstration app

—3J OmegaOPCDevices
-~ 108.178.128.201_0
{4+ Famity
-3 Model
-3 Firmware
-+ Hardware
ERE] 108,178,126 2010, Temperature
I'ff|----|_‘l Name
E+3Cl Value
-+ 108.178.128.201_0. Humidity
-+ 108.178.128.201_0 Pressure
(5.~ 108.178.128.201_0 DewPoint
-~ 108.178.128.206_0
-~ 108.178.128.197_0
-~ 192.168.1.200_0

Create a subscription to see notifications

opc.tep:/flocalhost:51210/Omega/OPCServer (None) UABinary Server Status: Running 2017-02-21 11:38:33 0/0

Each measurement is presented as a tree node and has three attributes: Name, Value, and Unit. If you right-click the
measurement node and click “Browse” in the pop-up menu, you will see the most current readings of the measurement.
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¥ Browse Address Space = | lﬁ

108.178.128.201_0.Temperature v
Reference Type Node Type Value
ComponentOf 108.178.128.201_0 SensingEndDevice Type
HasProperty Name Property Type Temperature
HasProperty Unit Property Type Celsius
HasProperty Value Property Type 20.7
Has TypeDefinition SensingValueType  BaseObject Type
OrganizedBy 108.178.128.201_0 SensingEndDeviceType

Different OPC client applications, such as Enterprise application, have a different Ul to access the OPC server. Please refer to
the user manual of the software you are using.

12.2 OPC DA Server
Omega Enterprise Gateway exposes the OPC DA 2.0 and 3.0 compatible server that allows the OPC DA client to connect.

Below is an example of using Matrikon’s free OPC DA Explorer to test the OPC Server. You can download the OPC Explorer
here:

https://www.matrikonopc.com/downloads/176/software/index.aspx

Once the software is started, you can navigate to OMEGA Enterprise Gateway DA OPC Server and click the Connect button
to connect to the OPC server.
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File Server Group Item View Help
LEEFRD | SN G I™ | dbdeow
OmegaEnterpriseGateway.DAOPCServer

-1 Locahhost '\WSSALT-XSU' )
| [IR Ao @ MatrikonOPC

O Advosol.DA3PropCSUA. 1 z -
ot 'OPC Server Connection Options Supported OPC Interfaces
O L.H. Controls - Sample OPC Server o

&K MySampleOpcServerlUforte, AEOPCServer v | DA | X X X
SR MySampleOpcServerUforte. DAOPCServer ’ 9 / ‘

O MySampleOpcServerUforte, HDAOPCServer

[-OPC Security~
SR National Instruments.LookoutOPCServer. 1 Disconnect Add Tags Add Alarms
O National uments. Vari ine. — = : -
it o : ® OPC SECURITY CHECK
O NewportOPC.iSeries
O OmegaEnterpriseGateway. AEOPCServer . Caution: Potential Security Risk Detected.
ISR 4 OmegaEnterpriseGateway.DAOPCServer .
D (OSBDCE97.2791—46C0‘6{)8.A724‘EE35' OPL Server OPL Security Licensing Exphnam'mmserverdosnm Support
S OmegaEnterpriseGateway.HDAOPCServer | 23 = | i the OPC Security Spedification.
O UrForte.ufOPCAESrvCust Server Status % )
O Urorte.ufOPCDASrvCust Solution: If se@ty is a concern then
8 Urorte.ufOPCHDASrvCust Server: OmegaEnterpriseGateway.DAOPCServer protect your existing OPC Server with the
Network Neighborhood MatrikonOPC Security Gateway.
E¥ Other Network Computers Connected: Yes . . =
State: Running For more information on the MatrikonOPC
Groups: 1 Security Gateway Click Here,
Total Items: 0

Current Local Time: 04/03/2017 3:43:29.984PM
Update Local Time: n/a
Bandwidth Usage: 0

< | n | »

Server Info Group Info
rver: OmegaEnterpriseGateway.DAOPCServer MatrikonOPC
*Global 24/7 Support
onnected: Yes *Vendor Neutral Training
tate: Running = Superior Client Care

Groups: 1

[ —
Total Items: 0 : T
‘Current Local Time: 04/03/2017 3:43:29.984PM

Update Local Time: nfa .,\-'
Bandwidth Usage: 0 @ MatrikonOPC

Once it is connected, you can browse the items from the available items list box. Iltems are automatically populated once
you have added a device to the Omega Enterprise Gateway.

2, MatrikonOPC Explorer ({088DCEG7-2791-46C0-B4D8-A724AEE35E72)) (2 [
File Edit View Browse

¥ H X8 =
Tﬂqﬁ'ﬂf\fl Tags to be added:

LU [192_168_1_200_0.110.0 =)
Data Type: IEﬂ'lptYfDefadt q.l [¥ Create Active
Access Path: | %
Filter: I Data Type Filter: |Empty/Default -l

[V Write Access [ Read Access [ Branches [ Items

Available [tems in Server 'OmegaEnterpriseGateway.DAOPCServer':
Bl 192_168_1_200 0 - !
- R8RS . X
110 :
#0311
-3 112
-3 113
{3 12 S
&% Available Tags

S 1

AN

Congratulations! You have successfully connected your Omega Enterprise Gateway to another enterprise software.

19| Page

CONFIDENTIAL



